WOOD WINDOW HEAD

WOOD WINDOW ASSEMBLY
PREMANUFACTURED
THERMALLY BROKEN
MIN. 1" AIR SPACE,
AIR BARRIER MEMBRANE,
EXTERIOR SHEATHING,
batt insulation
(thickness dependant on
required r-value),
WOOD STUD WALL,
VAPOR BARRIER,
GYPSUM WALLBOARD.

FLAShING MEMBRANE
SURFACE ADHERE
TO SUBSTRATE

MORTAR DROP
CONTROL

PREFINISHED
METAL Drip EDGE
SET ON TWO
BEADS OF SEALANT

CORROSION PROTECTED
STEEL ANGLE LINTEL

COMPRESSIBLE BACKER
ROD AND SEALANT

PREMANUFACTURED
THERMALLY BROKEN
WOOD WINDOW ASSEMBLY

BUILT UP WOOD LINTEL

SPRAY APPLIED FOAM
INSULATING AIR SEAL
ALL AROUND FRAME

COMPRESSIBLE
BACKER ROD AND
SEALANT ALL
AROUND THE FRAME

MIN. 1" AIR SPACE,
AIR BARRIER MEMBRANE,
EXTERIOR SHEATHING,
batt insulation
(thickness dependant on
required r-value),
WOOD STUD WALL,
VAPOR BARRIER,
GYPSUM WALLBOARD.

SPRAY APPLIED FOAM
INSULATING AIR SEAL
ALL AROUND FRAME

COMPRESSIBLE
BACKER ROD AND
SEALANT ALL
AROUND THE FRAME

PREMANUFACTURED
THERMALLY BROKEN
WOOD WINDOW ASSEMBLY

BUILT UP WOOD LINTEL

SPRAY APPLIED FOAM
INSULATING AIR SEAL
ALL AROUND FRAME

COMPRESSIBLE
BACKER ROD AND
SEALANT ALL
AROUND THE FRAME

MIN. 1" AIR SPACE,
AIR BARRIER MEMBRANE,
EXTERIOR SHEATHING,
batt insulation
(thickness dependant on
required r-value),
WOOD STUD WALL,
VAPOR BARRIER,
GYPSUM WALLBOARD.