COMPRESSIBLE BACKER ROD AND SEALANT ALL AROUND THE FRAME
SPRAY APPLIED FOAM INSULATING AIR SEAL ALL AROUND FRAME
GYPSUM WALLBOARD STEEL STUD WALL, EXTERIOR SHEATHING, AIR/VAPOR BARRIER MEMBRANE (SHEET), RIGID OR SEMI-RIGID INSULATION (THICKNESS DEPENDANT ON REQUIRED R-VALUE), MIN. 1" AIR SPACE, CLAY BRICK VENEER

INSULATION RETAINER
ADJUSTABLE WALL TIE
BACKER ROD AND SEALANT ALONG CONTINUOUS VERTICAL JOINT
SLOPED CAST STONE SILL
PIN STRAP
CAST STONE SURROUND UNIT
COMPRESSIBLE BACKER ROD AND SEALANT
PREMANUFACTURED THERMALLY BROKEN ALUMINUM WINDOW ASSEMBLY
WOOD BLOCKING
COMPRESSION BACKER ROD AND SEALANT ALL AROUND THE FRAME
SLOPED CAST STONE SILL
CAST STONE SURROUND AND SILL
WINDOW JAMB DETAIL

CAST STONE SURROUND AND SILL
WINDOW JAMB DETAIL